NUEVOLED

Especialistas en lluminacion

Tira de Led 220V AC Smd2835 Como

12W/m - 50 Metros - N

Ver producto

296,25 € - 296,26 €

Variaciones disponibles: [NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2354 - (2300K)][NLM2351 -

(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -

(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -

(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -

(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
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(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
(2300K)][NLM2351 -
(6000K)][NLM2352 -
(4000K)][NLM2353 -
(3000K)][NLM2354 -
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(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 -
(6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 -
(4000K)][NLM2353 - (3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 -
(3000K)][NLM2354 - (2300K)][NLM2351 - (6000K)][NLM2352 - (4000K)][NLM2353 - (3000K)][NLM2354 -
(2300K)]
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SKU: TZ4K9
Categorias: Tiras LED, Tiras LED 220V, Tiras, Ne6n LED y Perfil

Informacion adicional

Vatios: 12 w/m

Fuente Luminica: Smd 2835

Acabado: Transparente

Luminosidad: 1400 Im/m

Proteccidn: IP65

Alimentacion: 170-265v ac

Dimensién: 14X6 mm, 14X6H mm
Material: Silicona/PC/Epoxy

Cri: 80

Garantia: 3

Temperatura de Color: N - (), NLM2351 - (6000K), NLM2352 - (4000K), NLM2353 - (3000K),
NLM2354 - (2300K)

Temperatura de Trabajo: -20°C ~ +45°C
Angulo: 120°

Vida Util: 30000

Corte Cada: 10 cm

Regulable: Triac
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https://nuevoled.es/categoria-producto/tiras-neon-led-y-perfil/tiras-led-220v/tiras-led-tiras-led-220v/
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